
TYPE

FIXTURE

LW - PLIN - ________________________ - WW - _____________________________________ - ___________________

N = NARROW (20°)
M = MEDIUM (60°)
W = WIDE (120°)
(CONSULT LIGHTWILD’S 
PHOTOMETRICS FILES FOR MORE 
INFORMATION)

BEAM ANGLE LENGTH
(ENTER THE LENGTH IN INCHES.
EXAMPLE:  ENTER 6 FOR A 6-INCH FIXTURE)

�‡���3�2�:�(�5 �5�(�4�8�,�5�(�0�(�1�7��  24VDC
�‡���/�8�0�(�1�6 �3�(�5 �)�2�2�7 ���������� �F�P����

- NARROW (20°) = 156
- MEDIUM (60°) = 128
- WIDE (120°) = 134  

�‡���3�2�:�(�5 �&�2�1�6�8�0�3�7�,�2�1��
	 3 WATTS PER FOOT or 30.5 cm. 

(APPROXIMATELY .25 WATTS PER 
FIXTURE INCH or 2.5 cm.)

�‡���/�,�6�7�,�1�*�6�� UL (2108)
�‡���,�3 �5�$�7�,�1�*�� IP65 (SEALED LED 

MODULE, FLOW-THROUGH 
HOUSING)

�‡���(�1�9�,�5�2�1�0�(�1�7�� USE IN DRY, DAMP, 
OR WET LOCATIONS.  NOT FOR USE 
AS A SUBMERSIBLE LIGHT SOURCE. 
PROPER DRAINAGE REQUIRED.

�‡���/�(�1�6�� LIGHTLY FROSTED, UV 
STABILIZED ACRYLIC 

�‡���+�2�8�6�,�1�*�� SILVER ANODIZED 
ALUMINUM; DO NOT PAINT

�‡���&�$�%�/�( �$�7�7�$�&�+�0�(�1�7�� CABLES EXIT 
ENDS OF FIXTURE ON SAME SIDE

�‡���&�2�1�1�(�&�7�2�5�6�� LOCKING, WATER-
TIGHT (IP 65) CONNECTORS

�‡���0�2�8�1�7�,�1�*�� SELECT FROM A FIXED 
MOUNT BRACKET OR ADJUSTABLE 
180 DEGREE HINGE WITH DETENTS 
AT -90°, -45°, 0°, 45°, AND 90°

�‡���/�(�' �&�2�/�2�5�� 2600K +/- 100K
�‡���7�(�0�3�(�5�$�7�8�5�( �5�$�1�*�(�� 

-10° TO 140°F (-23° TO 60°C)
�‡���/�8�0�(�1 �0�$�,�1�7�(�1�$�1�&�( ���/��������  
	 LED LIFETIMES ARE AFFECTED 

BY AMBIENT OPERATING 
TEMPERATURES AND OTHER 
FACTORS. CONSULT LIGHTWILD 
FOR DETAILS.

FEATURESDIMENSIONS
(DOWNLOAD CAD-BASED DIMENSIONAL DRAWINGS AND PHOTOMETRIC DATA AT WWW.LIGHTWILD.COM)

PHOTO

WARM WHITE PROJECT LINEAR 4.1 
SPECIFICATION SHEET

MOUNT

FM = FIXED
AM = ADJUSTABLE

      6 ins
(15.2 cm)

      8 ins
(20.3 cm)

      12 ins
(30.5 cm)

      14 ins
(35.6 cm)

      16 ins
(40.6 cm)

      18 ins
(45.7 cm)

      20 ins
(50.8 cm)

      22 ins
(55.9 cm)

      24 ins
(61 cm)

      26 ins
(66 cm)

      28 ins
(71.1 cm)

      30 ins
(76.2 cm)

      32 ins
(81.3 cm)

      34 ins
(86.4 cm)

      36 ins
(91.4 cm)

      38 ins
(96.5 cm)

      40 ins
(101.6 cm)

      42 ins
(106.7 cm)

      44 ins
(111.8 cm)

      46 ins
(116.8 cm)

      48 ins
(121.9 cm)

      50 ins
(127 cm)

      52 ins
(132.1 cm)

      54 ins
(137.2 cm)

      56 ins
(142.2 cm)

      58 ins
(147.3 cm)

      60 ins
(152.4 cm)

      62 ins
(157.5 cm)

      64 ins
(162.6 cm)

      66 ins
(167.6 cm)

      68 ins
(172.7 cm)

      70 ins
(177.8 cm)

      72 ins
(182.9 cm)

      74 ins
(188 cm)

      76 ins
(193 cm)

      78 ins
(198.1 cm)

      80 ins
(203.2 cm)

      82 ins
(208.3 cm)

      84 ins
(213.4 cm)

      86 ins
(218.4 cm)

      88 ins
(223.5 cm)

      90 ins
(228.6 cm)

      92 ins
(233.7 cm)

      94 ins
(238.8 cm)

      96 ins
(243.8 cm)

CONTROL
SERIES A CONTROL UNITS

�‡	POWER ON/OFF CONTROL

SERIES B CONTROL UNITS
�‡	POWER + DIMMING BY 

LIGHTWILD
OR �‡ POWER + DIMMING BY 

OTHERS (0-10V OR DMX)
OR �‡ DMX SHOW CONTROL 

BY OTHERS (LIGHTWILD 
CONTROL UNIT IS DMX 
READY)

SERIES C CONTROL UNITS
�‡	INCLUDES ONE LIGHTWILD 

DMX DIRECTOR FOR SHOW 
CONTROL

�‡	SHOW SELECTION OPTIONS:
 - 	LIGHTWILD SHOW 

SELECTOR WALL 
CONTROLLER

OR  - 	THIRD PARTY SHOW 
SELECTOR VIA 
CONTACT CLOSURE 
INTERFACE

�6�(�5�,�(�6 �' �&�2�1�7�5�2�/ �8�1�,�7�6
�‡	BUILT TO ORDER AND 

REQUIRES CONSULTATION 
WITH LIGHTWILD

�‡	INDIVIDUALLY CONTROL 
LIGHTWILD FIXTURES

OR �‡ CONTROL A LARGE NUMBER 
OF GROUPS OF LIGHTWILD 
FIXTURES

(SEE SEPARATE CONTROL UNIT SPECIFICATION SHEETS FOR MORE INFORMATION.)

ALL CONTENTS COPYRIGHT © 2011. LIGHTWILD.  ALL RIGHTS RESERVED.                             PROJECTS@LIGHTWILD.COM  •  (913) 851-3000 • WWW.LIGHTWILD.COM
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. SEE LIGHTWILD TERMS AND CONDITIONS AT LIGHTWILD.COM FOR PRODUCT WARRANTY INFORMATION.
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Luminaire Specifications

Lens: UV Resistant Clear Acrylic

Housing: Anodized Aluminum

Source: 36 LEDs • 3 LEDs per inch (25 mm) of 
specified fixture

Distribution: Symmetric Direct Illumination

CCT: 2600K +/- 100K

Beam Angle: 20o (50% Peak Intensity)

Horizontal Footcandles
Horizontal Lux  

0.05	 0.09	 0.13	 0.13	 0.09	 0.05

	 0.54	 0.99	 1.4	 1.4	 0.99	 0.54

0.14	 0.37	 0.83	 0.83	 0.37	 0.14

	 1.48	 3.96	 8.91	 8.91	 3.96	 1.51

0.22	 1.24	 9.56	 9.56	 1.24	 0.22

	 2.35	 13.4	 103	 103	 13.4	 2.37

0.22	 1.24	 9.56	 9.56	 1.24	 0.22

	 2.35	 13.4	 103	 103	 13.4	 2.37

0.14	 0.37	 0.83	 0.83	 0.37	 0.14

	 1.48	 3.96	 8.91	 8.91	 3.98	 1.51

0.05	 0.09	 0.13	 0.13	 0.09	 0.05

	 0.54	 0.99	 1.4	 1.4	 0.97	 0.54

5 ft.  (1.6m
) TYP.

1 ft.  (.3m
)

Footcandles

Color 3 ft 6 ft 9 ft 12 ft

Warm White 20.43 5.11 2.28 1.28

Lux

Color 1 m 2 m 3 m 4 m

Warm White 180.00 46.00 20.43 11.50

Color Lumens
(lm)

Power
(Watts)

Efficacy
(lm/W)

Warm White 78.1 3.0 26.0

Note: Efficacy figures are for the total luminaire.
Individual light sources are not represented.

Lumens

Zone Warm White

0-90 0.00

90-100 0.41

100-110 2.08

110-120 4.07

120-130 6.24

130-140 8.22

140-150 9.78

150-160 13.88

160-170 20.66

170-180 12.70

Total 78.00

Part No. LW-PLIN-N-WW-*Photometrics ∙ LightWild Project Linear ∙ Warm White ∙ Narrow Beam Angle 

Luminous Flux (Stabilized)

Zonal Lumen Summary

Direct Illuminance
Perpendicular to Luminaire

Direct Illuminance Distribution

Photometric tests performed on the 12-inch (305 mm) length of the LightWild Project Linear fixture.

Candela Plot
Quadralaterally Symmetric
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Data Description
0o-180o

90o-270o

Candela Plot
Quadralaterally Symmetric

50

100

150

200

0

90270

135225

Data Description
0o-180o

90o-270o

Download electronic IES data at www.lightwild.com.

Luminaire centered 1 foot (.3 m) from and perpendicular to the surface.

PHOTOMETRIC VALUES AND DISTRIBUTION DATA ARE TYPICAL FOR THIS LUMINARE.  LUMINAIRE PERFORMANCE WILL VARY DEPENDING 
ON LED AND POWER SUPPLY. LIGHTWILD MANUFACTURES THIS LUMINAIRE TO AN OVERALL PERFORMANCE TOLERANCE OF +/- 5%.

ALL CONTENTS COPYRIGHT © 2011. LIGHTWILD.  ALL RIGHTS RESERVED.                             PROJECTS@LIGHTWILD.COM  •  (913) 851-3000 • WWW.LIGHTWILD.COM
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. SEE LIGHTWILD TERMS AND CONDITIONS AT LIGHTWILD.COM FOR PRODUCT WARRANTY INFORMATION.
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Luminaire Specifications

Lens: UV Resistant Clear Acrylic

Housing: Anodized Aluminum

Source: 36 LEDs • 3 LEDs per inch (25 mm) of 
specified fixture

Distribution: Symmetric Direct Illumination

CCT: 2600K +/- 100K

Beam Angle: 60o (50% Peak Intensity)

Horizontal Footcandles
Horizontal Lux  

0.02	 0.06	 0.08	 0.08	 0.06	 0.02

	 0.22	 0.62	 0.86	 0.86	 0.65	 0.22

0.08	 0.25	 0.69	 0.69	 0.25	 0.08

	 0.86	 2.69	 7.42	 7.42	 2.69	 0.86

0.15	 1.05	 9.71	 9.71	 1.05	 0.15

	 1.6	 11.3	 104	 104	 11.3	 1.61

0.15	 1.05	 9.71	 9.71	 1.05	 0.15

	 1.61	 11.3	 104	 104	 11.3	 1.61

0.08	 0.25	 0.69	 0.69	 0.25	 0.08

	 0.86	 2.69	 7.42	 7.42	 2.69	 0.86

0.02	 0.06	 0.08	 0.08	 0.06	 0.02

	 0.22	 0.65	 0.86	 0.86	 0.65	 0.22

5 ft.  (1.6m
) TYP.

1 ft.  (.3m
)

Footcandles

Color 3 ft 6 ft 9 ft 12 ft

Warm White 6.30 1.58 0.70 0.39

Lux

Color 1 m 2 m 3 m 4 m

Warm White 56.81 14.20 6.30 3.54

Color Lumens
(lm)

Power
(Watts)

Efficacy
(lm/W)

Warm White 64.9 3.0 21.6

Note: Efficacy figures are for the total luminaire.
Individual light sources are not represented.

Lumens

Zone Warm White

0-90 0.00

90-100 0.32

100-110 1.42

110-120 3.30

120-130 6.05

130-140 8.91

140-150 11.65

150-160 14.63

160-170 13.28

170-180 5.27

Total 64.80

Part No. LW-PLIN-M-WW-*Photometrics ∙ LightWild Project Linear ∙ Warm White ∙ Medium Beam Angle 

Luminous Flux (Stabilized)

Zonal Lumen Summary

Direct Illuminance
Perpendicular to Luminaire

Direct Illuminance Distribution

Photometric tests performed on the 12-inch (305 mm) length of the LightWild Project Linear fixture.

Candela Plot
Quadralaterally Symmetric
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Data Description
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90o-270o

Candela Plot
Quadralaterally Symmetric
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Data Description
0o-180o

90o-270o

Luminaire centered 1 foot (.3 m) from and perpendicular to the surface.

Download electronic IES data at www.lightwild.com.

PHOTOMETRIC VALUES AND DISTRIBUTION DATA ARE TYPICAL FOR THIS LUMINARE.  LUMINAIRE PERFORMANCE WILL VARY DEPENDING 
ON LED AND POWER SUPPLY. LIGHTWILD MANUFACTURES THIS LUMINAIRE TO AN OVERALL PERFORMANCE TOLERANCE OF +/- 5%.

ALL CONTENTS COPYRIGHT © 2011. LIGHTWILD.  ALL RIGHTS RESERVED.                             PROJECTS@LIGHTWILD.COM  •  (913) 851-3000 • WWW.LIGHTWILD.COM
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. SEE LIGHTWILD TERMS AND CONDITIONS AT LIGHTWILD.COM FOR PRODUCT WARRANTY INFORMATION.
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Luminaire Specifications

Lens: UV Resistant Clear Acrylic

Housing: Anodized Aluminum

Source: 36 LEDs • 3 LEDs per inch (25 mm) of 
specified fixture

Distribution: Symmetric Direct Illumination

CCT: 2600K +/- 100K

Beam Angle: 120o (50% Peak Intensity)

Horizontal Footcandles
Horizontal Lux  

0.05	 0.1	 0.15	 0.15	 0.1	 0.05

	 0.49	 1.11	 1.61	 1.61	 1.11	 0.49

0.18	 0.52	 1.44	 1.44	 0.52	 0.18

	 1.98	 5.57	 15.5	 15.5	 5.6	 1.94

0.39	 2.06	 10.7	 10.7	 2.06	 0.39

	 4.21	 22.1	 116	 116	 22.1	 4.21

0.39	 2.06	 10.7	 10.7	 2.06	 0.39

	 4.21	 22.1	 116	 116	 22.1	 4.21

0.18	 0.52	 1.44	 1.44	 0.52	 0.18

	 1.98	 5.57	 15.5	 15.5	 5.6	 1.94

0.05	 0.1	 0.15	 0.15	 0.1	 0.05

	 0.49	 1.11	 1.61	 1.61	 1.11	 0.49

5 ft.  (1.6m
) TYP.

1 ft.  (.3m
)

Footcandles

Color 3 ft 6 ft 9 ft 12 ft

Warm White 2.48 0.62 0.28 0.16

Lux

Color 1 m 2 m 3 m 4 m

Warm White 22.40 5.60 2.48 1.39

Color Lumens
(lm)

Power
(Watts)

Efficacy
(lm/W)

Warm White 67.0 3.3 20.3

Note: Efficacy figures are for the total luminaire.
Individual light sources are not represented.

Lumens

Zone Warm White

0-90 0.00

90-100 0.72

100-110 3.09

110-120 7.02

120-130 11.76

130-140 13.85

140-150 12.44

150-160 9.76

160-170 6.22

170-180 2.13

Total 67.00

Part No. LW-PLIN-W-WW-*Photometrics ∙ LightWild Project Linear ∙ Warm White ∙ Wide Beam Angle

Luminous Flux (Stabilized)

Zonal Lumen Summary

Direct Illuminance
Perpendicular to Luminaire

Direct Illuminance Distribution

Photometric tests performed on the 12-inch (305 mm) length of the LightWild Project Linear fixture.

Candela Plot
Quadralaterally Symmetric
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Candela Plot
Quadralaterally Symmetric
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Luminaire centered 1 foot (.3 m) from and perpendicular to the surface.

Download electronic IES data at www.lightwild.com.

PHOTOMETRIC VALUES AND DISTRIBUTION DATA ARE TYPICAL FOR THIS LUMINARE.  LUMINAIRE PERFORMANCE WILL VARY DEPENDING 
ON LED AND POWER SUPPLY. LIGHTWILD MANUFACTURES THIS LUMINAIRE TO AN OVERALL PERFORMANCE TOLERANCE OF +/- 5%.

ALL CONTENTS COPYRIGHT © 2011. LIGHTWILD.  ALL RIGHTS RESERVED.                             PROJECTS@LIGHTWILD.COM  •  (913) 851-3000 • WWW.LIGHTWILD.COM
SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE. SEE LIGHTWILD TERMS AND CONDITIONS AT LIGHTWILD.COM FOR PRODUCT WARRANTY INFORMATION.
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